
KEY FEATURES  & PROPERTIES 
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European Metric and American Standard Industrial Power Transmission Products 
 

To maintain a competitive edge, it has never been more critical to increase cost savings, reduce 
downtime and improve operational efficiency. With our Industry approved belting solutions, we 
can help with all your sausage belting needs, ensuring consistent and accurate production.  

FDA POLYURETHANE 
SAUSAGE BELTS 

www.ptintl.com 

 

Stainless  Steel Tension 
Member (Cord) 

FDA Polyurethane 
based belt : T5-840  

Special FDA profile 

PAZ: Nylon facing 
on the teeth side 

• Environmentally Friendly FDA Polyurethane  
• Tension Member (Cord) is Stainless Steel 
• White is Standard (Special Colors Available) 
• Operating Temperature: –75oF to +175oF 
• High Tensile Strength  

• Low Elongation, Good Flexibility  
• Outstanding Abrasion Resistance and Reliability 

• Excellent Impact and Chemical Resistance  

Profile: T5 T10   

Length: 
625 840 840 840 370 840 mm 

Tolerance: ± 0,5 mm 
PAZ: without with without - 

Width: 
32 32 32 32 32 32 32 mm 

Tolerance:± 0,3 mm 

Coating  
Hardness: 

One Layer  
Coating 

Double Layer 
Coating 

One Layer Coating   

40-80 40-80 40-80 90 40-80 40-80 ShA 
Tolerance: ± 2 ShA 

Hardness of the 
Teeth Side: 

90 ShA 
Tolerance: ± 2 ShA 

 

One of our trusted European partners  

 

 


